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We report experimental microfluidic measurements and theoretical
modeling of elastoviscoplastic materials under steady, planar elonga-
tion. Employing a theory that allows the solid state to deform, we
predict the yielding and flow dynamics of such complex materials in
pure extensional flows. We find a significant deviation of the ratio of
the elongational to the shear yield stress from the standard value
predicted by ideal viscoplastic theory, which is attributed to the
normal stresses that develop in the solid state prior to yielding. Our
results show that the yield strain of the material governs the
transition dynamics from the solid state to the liquid state. Finally,
given the difficulties of quantifying the stress field in such materials
under elongational flow conditions, we identify a simple scaling law
that enables the determination of the elongational yield stress from
experimentally measured velocity fields.
elastoviscoplastic materials | yield stress | yield strain | viscoplastic
materials | extensional flow
The term elastoviscoplastic (EVP) refers to a very wide class offluids that behave either as solids or as liquids when exposed
to different stress conditions. More specifically, when the ma-
terial is exposed to a stress that is below a critical value, namely
the yield stress (τy), it behaves like an elastic solid; otherwise, it
flows like a complex fluid. This behavior stems from the self-
interaction (jamming, glass transition, attractive forces) of the
internal microstructure of the material (1, 2). The most common
examples of EVP fluids stem from colloids, dense suspensions,
emulsions, foams, and gels (3), whose microstructure features a
mesoscopic length scale of the order of 10 μm. Recent studies
have generalized the application of elastoviscoplasticity to ma-
terials with a larger length scale in their internal structure, such
as lava flow (4) and the description of the relaxation process of
impact crater topography on planetary satellites (5).
Despite the wide diversity of applications EVP materials are
involved in, very little is known regarding the normal stresses
such materials develop. On the contrary, the characterization of
EVP fluids is based on shear rheology and the value of yield
stress is measured only in shear flows. This is because the normal
stresses that develop in EVP materials are very difficult to
measure due to, e.g., nonhomogeneity of the flow field, residual
stresses, and of course, instrument sensitivity. In addition, pro-
ducing a shear-free flow field is a great challenge. Very recently,
Zhang et al. (6) performed filament stretching experiments of
EVP materials on slippery surfaces and achieved a reasonable
approximation of uniaxial elongational flow. They found the
ratio of the yield stress measured in uniaxial elongation to its
value measured in shear flow to be greater, by a factor of 1.5,
than the value predicted by the ideal viscoplastic theory. More-
over, de Cagny et al. (7) combined steady and oscillatory mea-
surements of normal stresses in shear flows of EVP materials.
They found that the first normal stress difference developed in
shear flow is positive, that the second normal stress difference is
negative, and that both are comparable in magnitude to the
shear stress. They also identified a yield normal stress, something
that again cannot be predicted by the ideal viscoplastic theory.
Numerous other observations, such as the loss of fore-aft sym-
metry and the presence of a “negative wake” in the flow field
during the sedimentation of a single particle in a Carbopol gel (8,
9), or cusped bubble shapes rising in a Carbopol gel (10, 11),
have emphasized the importance of studying the underlying
physics in the development of normal stresses in yield stress
materials (12). Although thixotropy, viz. the dependence of the
material parameters (yield stress, viscosity, etc.) on the de-
formation history, could induce similar effects (13), in this study
we will focus only on the normal stresses that develop in simple
(nonthixotropic) yield-stress fluids, whose material properties
are constant and do not depend on the deformation history.
Results and Discussion
To overcome the aforementioned difficulties and get an insight
in the elongational and yielding properties of EVP materials, we
study their flow in the optimized shape cross-slot extensional
rheometer (OSCER) (SI Appendix, Fig. S1 and refs. 14 and 15)
(Fig. 1 A and B). The OSCER is based upon the usual planar
cross-slot geometry, with incoming flow through the two opposite
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vertical channels and flow out through the two opposite horizontal
channels, as presented in Fig. 1B. Assuming symmetry of the flow
field, this configuration results in a free stagnation point at the
center of the OSCER device, where we locate the coordinate
origin. The OSCER geometry has been numerically optimized for
Newtonian fluids (14) in order to provide a shear-free, extensional
flow field in a finite region around the stagnation point. Near the
walls, shearing effects minimize the stretching of fluid elements,
but the nearly stagnant fluid in the salient corners of the device
helps “self-lubricate” the flow. Moreover, the device generates a
very good approximation of two-dimensional flow field due to its
large depth,D = 2.1 mm and high aspect ratio α = D/H = 10.5 (see
SI Appendix, Fig. S1 for a three-dimensional sketch of the
OSCER), where H = 200 μm is the width of the channels
(Fig. 1B). Streamlines near the center of the OSCER closely ap-
proximate hyperbolae in Newtonian fluids, with a singular hy-
perbolic point occurring in the geometric center of the device (the
flow stagnation point). Here, the flow velocity is zero, but the
strain rate is still finite, and the long residence time of fluid ele-
ments in this locality results in the accumulation of very high fluid
strains, eventually leading to steady planar elongation. The EVP
fluid that we have used in the experiments is a 20% aqueous so-
lution of Pluronic F127 (Fig. 1 C–E). The Pluronic solution has
the property of being a Newtonian liquid at low temperature (T <
22 °C), but is a gel at higher temperature (16), and in its gel state it
is well described by constitutive equations for simple yield-stress
fluids (17). Moreover, when the Pluronic solution is found in its
gel state, at temperatures greater than but not too far away from
its gelation temperature, it does not exhibit thixotropic effects; see
Fig. 1C (SI Appendix and ref. 17).
The EVP flow in the OSCER is simulated (18) using one of
the simplest constitutive equations proposed by Saramito (19)
that can predict all of the basic rheological properties of such a
material. These are 1) elastic solid behavior in the solidified
state, 2) weak viscoelastic fluid behavior in the liquid state
and, 3) strain-rate thinning effects at high deformation rates.






















In this so-called Saramito–Herschel–Bulkley (SRM/HB) model,
G is the elastic modulus, K is the consistency index, and n is the
Herschel–Bulkley exponent that governs the strain-rate thinning
of the material. The symbol ∇ over the stress tensor τ denotes
the upper convected derivative; τd, the magnitude of the devia-
toric part of τ; and _γ, the deformation rate tensor. Note that for
G → ∞, the elastic term vanishes, and the model reduces to the
ideal viscoplastic Herschel–Bulkley model. Additionally, we de-
fine the yield strain of the material «y = τy/G and the plastic
number Pl = τy/(τy + K(0.214U/H)
n), where U is the mean ve-
locity in each channel of the OSCER, far away from the stagna-
tion point (Fig. 1B). The quantity 0.214U/H represents the
apparent extension rate ( _«) at the stagnation point (15). The
yield strain «y is introduced as a dimensionless number that ex-
presses an estimation of the maximum deformation (not neces-
sarily shear) that the solid can sustain prior to yielding and
should not be confused with the shear yield strain that is moni-
tored by Dinkgreve et al. (20). The plastic number varies in the
range 0 < Pl < 1, where Pl → 1 implies elastic-solid–like re-
sponse, and Pl → 0 implies fluid-like response. The plastic num-
ber is related to the Bingham number via the relation: Bn =
Pl/(1 − Pl). Due to the small scale of the OSCER device,
inertia is found to be negligible for all flow rates examined,
and thus, the EVP flow is governed by only three parameters:
«y, Pl, and n. The parameters of the constitutive equation are
estimated by performing nonlinear regression to rheometric shear
data. More specifically, the elastic modulus (G = 8,500 Pa) is
extracted from oscillatory shear data, while the rest of the prop-
erties (K = 30 Pa·sn, τy = 133 Pa and n = 0.31) are estimated by
performing nonlinear regression to the flow curve (Fig. 1 C–E).
Thus, the yield strain of the Pluronic solution is found to be «y =
0.016. As shown by Varchanis et al. (21) and can be seen in
Fig. 1 D and E, the SRM/HB model predicts a linear elastic solid
response in the linear regime (γ0 → 0), something that does not
hold for the Pluronic solution. This could be due to a viscous or
Fig. 1. (A) OSCER near the index finger of an adult. The extensional flow evolves in the region inside the blue circle. (B) Schematic of the OSCER around the
stagnation point. (C) Steady-state flow curve obtained by increasing and decreasing stress ramps. (D) Small-amplitude oscillatory shear (SAOS) and (E) large-
amplitude oscillatory shear (LAOS) data of the Pluronic solution. Symbols denote experimental measurements; lines denote the predictions of the
Saramito–Herschel–Bulkley (SRM/HB) model.
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plastic (22) component in the solid state, or to other mechanisms
like kinematic hardening (9, 23). However, when considering flows
with spatial variations, and especially flows that reach a steady
state, the deformations that the material undergoes are necessarily
nonlinear. So, in such simulations and comparisons with experi-
ments, we believe that it is more crucial to capture the material’s
response in the nonlinear regime, which the SRM/HB model
performs well (Fig. 1E).
Proceeding to the flow in the OSCER, in Fig. 2 we present
comparisons between the experimental and theoretical steady-
state flow profiles for Pl = 0.88 and Pl = 0.52. The experimental
velocity profiles are obtained using microparticle image veloc-
imetry (μ-PIV) (see Materials and Methods for details). The ap-
proximately hyperbolic shape of the streamlines reveals that we
can achieve steady planar elongation (SI Appendix, Figs. S6–S9)
of an EVP material in the OSCER. Initially, we consider the flow
of Pluronic in the OSCER for a low extension rate _« = 0.22  s−1,
resulting in Pl = 0.88. Since Pl is close to 1, the flow will be
dominated by plasticity and the material will feature an elastic-
solid–like behavior, although it is in a liquid state (plastic de-
formation regime) around the stagnation point (Fig. 2A). This
means that the flow will reach a steady state under a low de-
formation rate, which will cause the stresses to be slightly above
the yield stress. Note that part of the stress that it carries is
elastic, and thus, part of the deformation (proportional to «y)
that it is exposed to is recoverable. This type of flow regime can
be called “elastoplastic.” Furthermore, by comparing the mag-
nitude of the velocity contours and the streamlines at the left-
hand (numerical) and right-hand (experimental) sides of Fig. 2A,
it is clear that the simulation can capture the experiment with
good quantitative accuracy. Observing the unyielded surfaces,
which are predicted from the simulations using the von Mises
criterion and are depicted with blue color in Fig. 2B, we see that
there is trapped material that remains unyielded in the salient
corners of the OSCER. In addition, we locate four large
unyielded regions around the stagnation point with curved
streamlines passing through them. This is quite strange, as one
would expect that these curved streamlines would imply de-
formation at these areas. The presence of these unyielded re-
gions is explained physically by the fact that they undergo solid
body rotation. It is well known that the unyielded part of a yield-
stress material undergoes a simple translation in Poiseuille flow
and is surrounded by yielded material (24). Here, we find that
the unyielded part of such a material can undergo the only other
basic type of motion a solid can undergo, i.e., solid body rotation.
As shown in Fig. 2C, the streamlines inside the unyielded “plug”
regions form concentric circular arcs, centered at the points
(±0.55 mm, ±0.55 mm). These four points are the centers of
solid body rotation of the four plug regions, respectively. Fur-
thermore, we drew circles from this center with different radii
(Ri) to demonstrate that the streamlines coincide with these
circles inside the unyielded region only. Note that the distance
between the streamlines in Fig. 2C varies outside the unyielded
region but remains constant inside. Hence, the material solidifies
upon entry into the unyielded region, rotates as a solid body, and
reliquefies upon exiting that region.
These transitions of the material can be further understood by
Fig. 2D, which shows the trajectories of two (magnified) point
particles, one in yellow and the other in green color. Of course,
the flow is steady in the Eulerian frame, but unsteady in the
Lagrangian (particle) frame. The two particles enter this quad-
rant of the flow domain from the inflow above, follow two dif-
ferent streamlines, and exit at the outflow in the right. We also
denote their distance with a gray line. Because of the flow con-
figuration, the left streamline corresponds to a higher velocity.
For this reason, the green particle in the streamline with the
larger curvature is chosen to be ahead of the yellow particle,
when they are initially identified at the same instant t1. The two
particles initially are in the liquid region, which undergoes local
deformation, and so their distance decreases according to the
local flow field. However, when they enter the unyielded region,
they can only undergo a solid body rotation and their distance
remains nearly constant, because the material here has no visible
deformation. Thus, the particles remain on the same radius, as
clearly seen at the time instants t2 and t3. This solid body rotation
is characterized by a linear velocity ωRi, where ω is the angular
velocity and Ri is the distance from the center of rotation. When
the particles exit the unyielded region, the surrounding material
can again deform and so their distance changes, as clearly seen at
instant t4. As in Poiseuille flow, the unyielded region remains
stationary in the Eulerian frame, but in fact it is composed of
different fluid elements at each time instant. However, in the
OSCER geometry, this region has a finite extent and is sur-
rounded by flowing material. This makes it necessary for mate-
rial to enter and exit this region in the Lagrangian frame. A
related movie is provided (Movie S1).
Increasing the extension rate by an order of magnitude at a
time, we eventually reach _« = 90  s−1 (Pl = 0.52) and observe the
same good agreement between theoretical predictions and ex-
periments even for such high extension rates (Fig. 2E). More-
over, the flow pattern remains similar to the previous one at
lower extension rate (Fig. 2A), with the difference that the
unyielded regions have shrunk significantly (Fig. 2F) due to the
excess stress induced by the elongation of the Pluronic solution.
Next, in Fig. 3 A–C, we present a direct quantitative com-
parison between the predicted and experimental values of the
x-component of velocity at the symmetry plane y = 0, for values
of _« increasing by an order of magnitude at a time from 0.22 to
22 s−1. The match is very good for all values of _«. In the four
cases presented in Figs. 2 and 3, the maximum relative error
[(uexp − uSRM/HB)/ uexp] in the velocity field is about 19%, and it
is located close to the outflow channel of the OSCER. Around
the stagnation point (−0.5 < x < 0.5 mm), the relative error is less
than 5% in all cases. In particular, for Pl = 0.77 and Pl = 0.62, the
relative error between theory and experiment is less than 5%
over the entire range of x (Fig. 3 B and C). Given the good
agreement between theory and experiment achieved in this and a
previous study (9), it is evident that the simplification of mod-
eling the solid state as a linear elastic solid is successful and that
the SRM/HB model can accurately describe nonlinear flows of
simple yield-stress fluids.
Contrary to the velocity profiles obtained with Newtonian
fluids (Fig. 3, dotted lines) and viscoelastic polymer solutions
(15), the plots obtained with the EVP fluid are not straight lines,
and therefore the velocity derivative along this axis is not con-
stant. Instead, the experimental velocity distribution exhibits
“bumps,” which are captured precisely by the simulation. These
bumps are caused by the presence of the unyielded regions and
the component of solid body rotation that they introduce to the
flow, which disturbs the expected hyperbolic flow field. As the
fluid particles pass between the unyielded regions, they accel-
erate and subsequently decelerate, causing this breakage in the
ux velocity distribution along the y = 0 plane. However, apart
from the fact that these bumps disturb the homogeneity of the
extensional flow field around the stagnation point, the flow is still
shear-free in a large region around the stagnation point (SI
Appendix, Figs. S8 and S9). Such bumps in the outlet velocity
profile can be considered as a fingerprint of the plasticity of
the fluid.
In an effort to quantify the extensional stress in our experi-
mental setup, we perform excess pressure drop measurements.
The pressure drop ΔP is measured across an inlet and an outlet
of the device as a function of the imposed extensional rate. Two
measurements of ΔP are made. Firstly, ΔPtotal is measured with















all of the channels of the OSCER open and therefore under
planar elongational flow with a stagnation point. Second, the
shear stress is quantified by measuring ΔPshear with only one pair
of inlet/outlet channels open (see Materials and Methods and SI
Appendix for details). ΔPshear is expected to be smaller than
ΔPtotal because of the elimination of the extensional region and,
hence, the lack of the increase in the viscosity there (pro-
portional to the Trouton ratio). Thus, a first-order approxima-
tion of the extensional stresses at the stagnation point can be
obtained by the relation: τxx − τyy ≈ ΔPext = ΔPtotal − ΔPshear (SI
Appendix and refs. 15 and 25). The results are plotted in Fig. 4A,
where the data points are the average of three measurements
and error bars represent 1 standard deviation. The error bars are
clearly very large, which is a result of the fact that the micro-
structure of Pluronic consists of somewhat inextensible blob-like
polymer micelles inducing small elastic effects and a small
Trouton ratio, hence the very small difference ΔPext relative to
the large values of ΔPtotal and ΔPshear. However, over most of the
_« range, the data points are of similar magnitude and trend to the
prediction of our model simulations, also shown on Fig. 4A.
Fig. 4A demonstrates that as the extension rate tends to zero,
τxx − τyy does not tend to zero but to a finite value. This plateau
resembles the plateau observed in simple shear flow experiments
and defines the normal yield stress in planar elongation (σy,e).
The ideal viscoplastic theory (SI Appendix) predicts that σy,e =
2 σy,s, where σy,s is the value of the shear stress plateau in simple
shear experiments. For the case of Pluronic, we find that the
ratio σy,e/σy,s equals 2.04, which is in good agreement with the
ideal viscoplastic theory, especially since the flow in the OSCER
exhibits a small deviation from ideal planar elongation due to the
Fig. 2. (A) Steady-state predictions of the simulation (Left half) and experimental μ-PIV measurements (Right half) for the magnitude of velocity at
_« = 0.22  s−1 (Pl = 0.88). The contours are set to the same values for both the simulation and the experiment making the comparison quantitative. (B)
Streamlines of the flow, superimposed to the yield surfaces at _« = 0.22  s−1 (Pl = 0.88). The yield surfaces are predicted using the von Mises criterion from the
stress field obtained by the simulations. (C) Solid body rotation of the unyielded regions in the OSCER in a close-up of the Upper Right part of B. (D) Tra-
jectories of particles released at the same instant t1 located in the unyielded region at times t2 and t3. (E and F) Same as A and B but for a much stronger
extension rate _« = 90  s−1 (Pl = 0.52).
Fig. 3. (A–C) x-component of velocity as predicted by simulation versus experimental μ-PIV measurements at the midplane y = 0 for different extension rates.
The theoretical and experimental curves for Newtonian liquids fall on top of each other.
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unyielded plugs. For simplicity, we will refer to the quantity σy,e/
σy,s as the “yield-stress Trouton ratio” (Try).
Since previous studies have reported that the value of Try can
deviate from the value that ideal viscoplastic theory predicts (6,
26, 27), we perform a parametric analysis to investigate whether
we can reach a similar conclusion for a material with different
rheological properties. Since we are interested in the response of
EVP materials close to yielding conditions, strain-rate thinning
effects are not expected to be important; consequently, we will
examine the effect of yield strain on the flow patterns. It is
noteworthy that increasing the yield strain leads to a more elastic
solid state. Thus, the material can sustain more deformation
prior to yielding. As is clear in Fig. 4A, the yield strain has almost
no effect on the value of τxx − τyy at the stagnation point as _«→ 0,
and all four theoretical curves for different values of «y collapse.
The value of τxx − τyy at the stagnation point is not affected by «y
at the limit of Pl→1, simply because the material is always found
in a liquid state at the stagnation point with its network des-
tructed. It can also be shown analytically that in ideal planar
extension, σy,e does not depend on «y (SI Appendix). Apparently,
for materials that feature strong elasticity, viscoelastic effects will
arise at high extension rates; this is the case for «y = 0.5. Despite
the negligible difference in the value of τxx − τyy as _«→ 0, ob-
serving Fig. 4 B–E, we realize that «y has a dramatic effect on the
flow field around the stagnation point for values greater than 0.2.
The unyielded regions are pushed toward the outflow, the center
of rotation changes position, and as «y increases further, we can
also observe that the solid body motion becomes more complex,
since in addition to rotation, the solid region also deforms
elastically. Examining the streamlines in the unyielded region in
Fig. 4E («y = 0.5), we observe that they are not perfect circles
anymore. Also new unyielded regions arise and the spatial dis-
tribution of τxx − τyy is no longer symmetric with respect to the
y = x line. All these are clear signs of elasticity. Nevertheless, we
find that in the homogeneous elongation region, «y does not
affect the value of τxx − τyy; thus, it does not affect Try. Conse-
quently, based on our results, the deviation of Try from 2 is not
related to the elongational yielding dynamics of EVP materials.
Thus, we turn our attention to the denominator of Try, the
value of yield stress in shear flow. Assuming ideal shear and
planar elongational conditions, we plot in Fig. 5A Try versus «y
for different values of n. In fact, it is clear in Fig. 5A that Try is
only a function of the yield strain. For low values of «y, the EVP
theory reduces to the old ideal viscoplastic theory and Try is
equal to 2. On the contrary, for yield strains higher than 0.2, this
ratio increases considerably, reaching up to 2.6 for «y = 1. As
mentioned above, this effect has been observed experimentally,
but no physical explanation was offered. Based only on the fact
that the material is allowed to attain deformation prior to yielding
(SI Appendix), we give the following physical interpretation: As «y
increases, the solid state becomes more elastic; thus, normal
stresses in it increase. This means that normal stresses start to
contribute to the von Mises criterion appreciably. So, in simple
shear, the τxy contribution to the von Mises criterion decreases.
Consequently, yielding can be achieved at a lower value of τxy.
Thus, the denominator decreases and Try increases.
Finally, since a direct measurement of σy,e in elongation is not
feasible (as is clear from the experimental error bars in Fig. 4A,
the excess pressure drop cannot reliably quantify τxx − τyy), we
seek an alternative method to estimate σy,e from the flow field
measured in the OSCER. Based on the characteristic asymmetry
that is caused by the increase of «y in the flow field (Fig. 4 B–E),













which compares the absolute value of the x-component of veloc-
ity at the position (x = 0.5 mm, y = 0) to the absolute value of the
y-component of velocity at (x = 0, y = 0.5 mm). In fact, this
parameter can quantify elastic effects in the OSCER and is easily
computed from the μ-PIV measurements. When LA equals 0,
the flow is Newtonian-like and approximates ideal planar exten-
sion. When it deviates from 0, then elastic effects are present,
and the flow becomes asymmetric with respect to the y = x line.
As Fig. 5B clearly shows, when Pl tends to 1 (viz. plastic effects
dominate the flow), LA features a universal dependence on «y.
Fig. 4. (A) Normal stress difference τxx − τyy estimated from excess pressure drop experiments (square symbols) and from simulations at the stagnation point
(lines) versus apparent extension rate for four values of the yield strain. (B–E) Simulation results for the streamlines of the flow, superimposed to the yield
surfaces (Left) and contours of (τxx − τyy )=(τy + K _«n) (Right) at _« = 0.22  s−1 (Pl = 0.88) for the same four values of the yield strain.















This relation is well described by the following: LA = 0.27tanh(2.1«y).
Thus, by measuring LA with μ-PIV and by measuringG in oscillatory
shear, we can obtain σy,e from the OSCER flow under steady state
elongational conditions.
Summarizing, we have managed to experimentally subject a
simple (nonthixotropic) yield-stress material to steady, pure
planar elongational flow conditions. The flow patterns indicate
that the yield strain of the material governs the transition dy-
namics from the solid state to the liquid state. Using a simple
theory that allows the solid state to deform prior to yielding, we
have shown that the ratio of the elongational to the shear yield
stress can deviate from the standard value that the ideal visco-
plastic theory predicts. In fact, this yield-stress Trouton ratio
(Try) depends only on the yield strain («y) of the material, which
is not considered in the ideal theory. Despite the fact that cur-
rent rheometric methods cannot quantify the stress field in an
EVP fluid, we have identified a universal scaling of the OSCER
flow asymmetry with «y that can lead to the estimation of the
elongational yield stress. Nevertheless, it is crucial to note that
measuring σy,e is important only when «y exceeds a value of 0.2.
For «y < 0.2, as we show above, Try will attain values equal to 2,
so a measurement of the yield stress in shear flow is adequate to
describe the yielding dynamics of the material.
Materials and Methods
Rheological Characterization. Rheometric shear tests were performed with an
Anton PaarMCR 502 rheometer at room temperature (24 °C). A 50-mm-diameter
cone-and-plate geometry (1° cone angle) with roughened surfaces (to avoid any
wall slip) was used. To obtain the flow curve, and ensure that no thixotropic
effects are present in the Pluronic solution, we used three different protocols
regarding shear measurements:
1) In the first protocol, the sample was presheared at 0.01 s−1 for 5 min
before immediately starting the stress sweep. No time limit was imposed
at each applied stress. Through internal steady-state sensing, the rheom-
eter determined when the measurement had reached steady state be-
fore moving to the next stress level. The stress was first increased in steps
and immediately afterward decreased. The experimental data, along
with the SRM/HB predictions, are presented Fig. 1C.
2) In the second protocol, we performed stress-controlled ramps with var-
ious waiting times between each stress increase/decrease. The waiting
times that we used are 20, 10, 5, and 1 s. These results are presented in SI
Appendix. All of the data coincide, and there is clearly no hysteresis over
these stress values and waiting times.
3) Finally, we performed the protocol proposed by Dinkgreve et al. (13). In
this test, the sample was presheared for 30 s at a shear rate equal to
100 s−1, followed by a 30-s rest, and then increasing/decreasing shear-
rate ramps from 0.01 to 500 s−1, with 10-s waiting time. Again, these
results are presented in SI Appendix, and no thixotropic effects are visible.
Prior to the amplitude sweep, the sample was presheared at 0.01 s−1 for
5 min. The sample was then allowed to rest for 1 min before beginning the
oscillatory measurement. The angular frequency was fixed at 1 rad/s, and the
strain amplitude was increased logarithmically from 0.01 to 100%. From the
amplitude sweep, a suitable strain amplitude within the linear viscoelastic
regime was selected (0.1 or 0.2%). That strain amplitude was then used for a
frequency sweep on the same sample without replacing it. The angular
frequency was decreased logarithmically from 100 to 0.1 rad/s.
Fluid Loading and Flow Control in the OSCER Device. The 20 wt% Pluronic
solution used as a model EVP fluid in the planar elongational flow experi-
ments in the OSCER device has the convenient property of a critical gelation
temperature (16). Below around 22 °C, the fluid behaves as a relatively low
viscosity Newtonian fluid. This allows the fluid to be loaded into the OSCER
device and the connecting tubing and syringes at low temperature in a cold
storage room, and for any trapped air bubbles to be evacuated from the
system. Subsequently, the apparatus is transferred to the laboratory at 24 ±
1 °C and the fluid gels in situ as the system equilibrates to the ambient
temperature. Once the fluid has gelled into a yield-stress material, the ex-
tensional flow experiments in the OSCER device can commence.
The flow is driven using four low-pressure neMESYS syringe pumps
(Cetoni), with 29:1 gear ratio and fitted with 5-mL Gastight syringes (Ham-
ilton). To maintain the minimum possible compliance in the system, the sy-
ringes are connected by luer lock to stainless-steel Swagelok tubing leading
to the two opposite inlets and two opposite outlets of the OSCER geometry.
The OSCER geometry itself is made from stainless steel with glass windows
for optical access (as described in refs. 15 and 28).
Differential Pressure Measurements. A 30-psi differential pressure sensor (GE
Druck) with a sensitivity of 0.01% full scale is installed with the high-pressure
port near an inlet and the low-pressure port at an outlet. The syringe pumps
are used to drive the fluid through the OSCER over a range of controlled
volumetric flow rate of 0.002 < Q < 5 mL/min, and at each imposed flow rate
the velocity field and pressure drop are measured after a steady-state
pressure has been achieved. The average flow velocity is given by U = Q/HD,
where D = 2.1 mm is the depth of the OSCER. The nominal extensional rate is
_« = 0.214U=H, as described in ref. 15. Further information regarding the
pressure drop measurements can be found in SI Appendix.
μ-PIV. The Newtonian properties of the Pluronic solution below the gelation
temperature allow the fluid to be easily seeded with fluorescent tracer
particles prior to loading, enabling flow velocimetry measurements in the
OSCER. For this, we use a volume illumination μ-PIV system (TSI, Inc.). The test
fluids are seeded with a low concentration (∼0.02 wt%) of 2-μm-diameter
tracer particles (PS-FluoRed-Particles; Microparticles GmbH) with excitation/
emission wavelengths of 530/607 nm. The midplane of the flow geometry is
brought into focus on an inverted microscope (Nikon Eclipse Ti) with a 4×,
numerical aperture 0.13 Nikon PlanFluor objective lens. The corresponding
measurement depth over which microparticles contribute to the de-
termination of the velocity field in this setup is δzm ∼140 μm (or ∼D/14) (1).
Particle fluorescence is induced by excitation with a dual-pulsed Nd:YLF laser
(wavelength, 527 nm; time separation between pulses Δt) and a high-speed
imaging sensor (Phantom MIRO; Vision Research) operating in frame-
straddling mode is used to capture pairs of particle images in synchronicity
with the laser pulses. At each flow rate examined, the time Δt is set so that
the average displacement of particles between the two images in each pair
is ∼ 4 pixels. Since in the present experiments the flows are all time invariant
in the steady state, we acquire 50 image pairs, which are processed using an
Fig. 5. (A) Yield-stress Trouton ratio versus yield strain for various values of the strain rate thinning parameter. (B) Local asymmetry parameter versus yield
strain for various flow conditions.
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ensemble average cross-correlation PIV algorithm (TSI Insight 4G). Further
image analysis, generation of contour plots, and streamline traces are per-
formed using the software Tecplot Focus (Tecplot).
Governing Equations and Simulation Method. To simulate the EVP flow in the
OSCER, we solve the momentum conservation (Eq. 3) under creeping flow
assumption and the mass conservation (Eq. 4) coupled to the constitutive
model (Eq. 1):
∇ · −PI + τ( ) = 0, [3]
∇ ·u = 0, [4]
where P is the thermodynamic pressure and I is the identity tensor. Due to
the large depth of the OSCER, two-dimensional flow is assumed. The
boundary conditions are: no slip and no penetration of the EVP material at
the walls of the OSCER, fully developed flow conditions at the inflow
boundaries and open boundary conditions at the outflow boundaries of the
OSCER (29). Before the flow begins, we assume that the material is found in
a stagnant, stress-free condition. The system of the aforementioned partial
differential equations is discretized and solved using the stabilized finite-
element method for non-Newtonian flows by Varchanis et al. (18). All sim-
ulations are transient and cease when a steady state is reached.
Data Availability. Parameters for reproducing the calculated numerical results
and protocols for reproducing the experiments are included in the main text
and in SI Appendix.
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